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ECO Normal Headroom Single Girder Wire Rope Hoist
1.8. ECO4 Normal Headroom 5000kg ECO405021__4 NBN (H=12m)

Product Dimensions:

Hol L L1 L2 L3 B Weight
(m)  (mm) (mm) (mm) (mm)  (mm) (Kg)

12 1046 374 185 500 250-350 476

L 296

42

_E@i
®

(]

5 =]
o)

606

1360

37 602

C=

494

L1 L2

] ) Wire rope cross section
Hook dimensions:LMD2.5-T  g8*26Wire Strength 2160 N/m

o

59, 72,

pes|  |53]

Product Parameter:

Rated Capacity Height Working Class Lifting Speed Lifting Motor Trolley Speed Trolley Motor

Power
(Ka) (m) (FEM/GB) (m/min) (kw) (m/min) (kw)
5000 12 1Am(M4) 5 49 20 04
5000 12 1Am(M4) 8 7.5 20 04
5000 12 1Am(M4) 0-5 4.9 0-20 04
5000 12 1Am(M4) 0-8 7.5 0-20 04

ECO Normal Headroom Single Girder Wire Rope Hoist
1.9. ECO4 Normal Headroom 5000kg ECO405021__4 NBN (H=15m)

Product Dimensions:

Hol L L1 L2 L3 B Weight
(m)  (mm) (mm) (mm) (mm) (mm) (Kg)

15 1096 374 231 550 250-350 488

1360/

602

C=

Hol

) ) Wire rope cross section
Hook dimensions:LMD2.5-T - 8*26Wire Strength 2160 N/m

o«

59, 72

o3| |53

Product Parameter:

Rated Capacity Height

ELECTRICHOIST & GEARMOTOR

Working Class Lifting Speed Lifting Motor Trolley Speed Trolley Motor

Power
(Kg) (m) (FEM/GB) (m/min) (kw) (m/min) (kw)
5000 15 1Am(M4) 5 4.9 20 0.4
5000 15 1Am(M4) 8 75 20 0.4
5000 15 1Am(M4) 0-5 4.9 0-20 0.4
5000 15 1Am(M4) 0-8 7.5 0-20 0.4
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selection manual
Single girder low headroom
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NCH Electric Chain Hoist Code

NCH
No. Code

1 NCH
2 2

3 07

4 1

5 100
6 08

7 M

Description

Electric Chain Hoist Code

Series Code

Chain Diameter

Number of Falls

Rated Load Capacity

Lifting Speed

Structure Type

07 1 100

Notes / Properties

1, 2, 5 refer to NCH1, NCH2, NCH5 series

05 Chain Specification: 5x 15
07 Chain Specification: 7 x 21
09 Chain Specification: 9 x 27
11 Chain Specification: 11 x 31

1 Single Fall Load Lifting
2 Double Fall Load Lifting

050 1) 050=50 x 10kg=500kg
100 2) 100=100 x 10kg=1000kg

03 Hoist Lifting Speed: 3.2/0.75m/min
04 Hoist Lifting Speed: 4/1m/min

06 Hoist Lifting Speed: 6.3/1.6m/min
08 Hoist Lifting Speed: 8/2m/min

16 Hoist Lifting Speed: 16/4m/min

F Fixed Electric Chain Hoist

P Manual Trolley Electric Chain Hoist
M Monorail type Electric Chain Hoist
E Crane type Electric Chain Hoist

08

Selection Table of NCH Electric Chain Hoist

FEM

Load Capacity Hoist Model

(kg)

250kg
250kg
320kg
500kg
500kg
500kg
630kg
630kg
1000kg
1000kg
1000kg
1600kg
1600kg
2000kg
2000kg
2000kg
2500kg
2500kg
3200kg
3200kg
4000kg
4000kg

5000kg

NCH1051 02508

NCH1051 02516

NCH1051 03208

NCH1051 05008

NCH2071 05008

NCH2071 05016

NCH1052 06304

NCH2071 06308

NCH1052 10004

NCH2071 10008

NCH5091 10016

NCH2072 16004

NCH5091 16008

NCH2072 20004

NCH5111 20008

NCH5111 20006

NCH5092 25004

NCH5111 25006

NCH5092 32004

NCH5112 32003

NCH5112 40003

NCH5112 40004

NCH5112 50003

3m

1Am

2m

1Am

3m

2m

2m

3m

1Am

2m

1Am

3m

2m

2m

1Am

2m

2m

1Am

1Am

3m

2m

1Am

1Am

M6

M4

M5

M4

M6

M5

M5

M6

M4

M5

M4

M6

M5

M5

M4

M5

M5

M4

M4

M6

M5

M4

M4

(m/min)

8/2
16/4
8/2
8/2
8/2
16/4
4/1
8/2
4/1
8/2
16/4
4/1
8/2
4/1
8/2
6.3/1.6
4/1
6.3/1.6
4/1
3.2/0.75
3.2/0.75
4/1

3.2/0.75

*R=XON

ISO Number of Falls Lifting Speed Lifting Power

(kw)

0.75/0.18
0.75/0.18
0.75/0.18
0.75/0.18
1.9/0.45
1.9/0.45
0.75/0.18
1.9/0.45
0.75/0.18
1.9/0.45
3.5/0.86
1.9/0.45
3.5/0.86
1.9/0.45
3.5/0.86
3.5/0.86
3.5/0.86
3.5/0.86
3.5/0.86
3.5/0.86
3.5/0.86
3.5/0.86

3.5/0.86

Note: For other non-standard tonnage hoists, please check with sales from Novocrane.

=I\/=]

ELECTRICHOIST & GEARMOTOR

Type

F/P/M/E
F/PIM/E
F/P/M/E
F/P/M/E
F/PIM/E
F/P/M/E
F/P/M/E
F/PIM/E
F/P/M/E
F/P/M/E
F/M/E
F/PIM/E
F/M/E
F/P/M/E
F/M/E
F/M/E
F/M/E
F/M/E
F/M/E
F/M/E
F/M/E
F/M/E

F/M/E
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NCH1 Fixed Type Electric Chain Hoist

(F) -1 Fall

B3

B1

L1

Hol.

L2

Product Dimensions and Parameters

NCH?2 Fixed Type Electric Chain Hoist

(F) -1 Fall

B3

B1

25

minC

Hol.

Product Dimensions and Parameters

. Rated Load Capaci
size (mm) pacity Relevant Parameter
320kg 500kg
B 348.5 ifti
Lifting Motor Power 0.75/0.18
B1 166.5 kw
B2 195 ifti
Lifting M(.)tor RPM 2860/740
B3 20 r/min
L 478.5 Trolley Motor Power /
L1 115 kw
L2 383 Trolley Motor RPM /
y Hol < 12m 512 r/min
Hol< 28m 662 Trolley Speed /
R1 18 m/min
W 27 .
Protection Class IP54
D 34
C
e i Insulation Class F
Applicable Model NCH1051 02508F
for Overall NCH1051 03208F NCH1051 05008F Total Weight/kg
Dimensions | NcH1051 02516F 30+(Hol-3)*0.55

133

. Rated Load Capaci
size (mm) pacity Relevant Parameter
1000kg
B 381.5 Lifting Motor Power
k 1.9/0.45
B1 184 -
B2 195 Lifting Motor RPM
. 2860/740
B3 25 r/min
L 526 Trolley Motor Power /
L1 118.5 kw
L2 413 Trolley Motor RPM /
4 |Hol <8m 547 rimin
Hol < 1l6m 697 Trolley Speed
R1 20 m/min /
W 32 P ;
rotection Class IP54
D 40
C
519 Insulation Class F
Applicable Model NCH2071 05008F NCH2071 05016F e
for Overall NCH2071 06308F NCH2071 10008F 9
Dimensions 49+(Hol-3)*1.08
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NCHS5 Fixed Type Electric Chain Hoist
(F) -1 Fall

NCH1 Fixed Type Electric Chain Hoist
(F) -2 Falls

B3

2
21

minC

L1 &

B2

B2

Hol.

B1

HOL

B1

Product Dimensions and Parameters Product Dimensions and Parameters

size (mm) Rated Load Capacity size Rated Load Capacity Relevant Parameter
mm ize (mm
1600kg 2500kg Relevant Parameter (mm) 1000kg
B 519 Lifting Motor Power 3.5/0.86 = 348.5 Lifting Motor Power 0.75/0.18
B1 205 kw B1 166.5 kw
B2 300 et B2 195 P
Lifting Motor RPM | 5574 LiftingMotorRPM | - 5850/740
B3 30 r/min B3 20 r/min
L 549 Trolley Motor Power / L 478.5 Trolley Motor Power /
L1 270 268 kw L1 139 kw
L2 432 Trolley Motor RPM / L2 383 Trolley Motor RPM /
y [Hol < 16m 733 / rimin H |Hol <é6m 503 r/min
Hol < 12m / 733 Trolley Speed / Hol < 14m 653 Trolley Speed /
D1 60 m/min R1 225 m/min
P i 1
W 38 40 rotection Ciass | P54 w 32 Protection Class IP54
D 48 50 Insulation Class F D 40
C 643 650 1600kg: Total Weight/kg C 525.5
. Insulation Class F
Applicable Model | \chs091 10016 | NCHO11120008F 119+(Hol-3)*1.77 Applicable Model
Lf)qr Overall NCH5091 16008 | NCH511120006F |  2500kg: Total Weight/kg qu Overall NCH1052 06304F NCH1052 10004F Total Weight/kg
imensions
NCH5111 25006F 123+(Hol-3)*2.81 rnisthiielis 33+(Hol-3)*1.1
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NCH2 Fixed Type Electric Chain Hoist
(F) -2 Falls

NCHS5 Fixed Type Electric Chain Hoist
(F) -2 Falls

137

28.5

minC

Hol.

Product Dimensions and Parameters

30

minC

HOL.

Product Dimensions and Parameters

. Rated Load Capacity size Rated Load Capacity Relevant Parameter
iz mm
size (mm) 2000kg Relevant Parameter (mm) 3200kg 5000kg
e B 519 it
B 381.5 Lifting Motor Power | 1 /0 45 Lifting Motor Power 3.5/0.86
B1 184 kw B1 205 kw
N B2 300 ifti
B2 195 Lifting Motor RPM 2860/740 Lrl’tlnglMc.)tor RPM 2860/740
B3 25 r/min B3 30 rmin
L 549
L 526 Trolley Motor Power / Trolley Motor Power /
L1 152 Kw L1 322 311.5 kw
L2 432
L2 413 Trolley Motor RPM / Trolley Mco.’tor RPM /
H Hol <4m 557 r/min H Hol < 8m 733 / r/min
< 733
Hol <8m 707 Trolley Speed Hol < 6m / Trolley Speed /
/ D1 60 m/min
R1 27.5 m/min
w 40 w 40 45 Protection Class IP54
5 - Protection Class IP54 D 50 BE Insulation Class F
C P C 720 754 3200kg: Total Weight/kg
Insulation Class F Aoolicable Model NCH5112 32003F 125+(Hol-3)*3.54
Applicable Model : PR veral | NCH5092 25004F | NCH5112 40004F 5000kg: Total Weightlk
for Overall NCH2072 16004F NCH2072 20004F Total Weightlkg dor Overall | NCHs092 32004F | NGHS112 40003F . =
DILEREEE 56:+(Hol-3)"2.16 NCH5112 50003F 132+(Hol-3)"5.62

138




rexondrive.com

139

NCH1 Monorail/ Crane Type Electric
Chain Hoist (M/E type) -1 Fall

295

uﬁ

T

135

.
ﬁu

WD
97

I%}@M[M

E
=

20

Hol.

B1 L2

Product Dimensions and Parameters

size (mm) iz LRG| Caperiny Relevant Parameter
320kg 500kg
B1 166.5 kw
B2 195 Lifting Mo?or RPM 2860/740
™ 50-230 r/min
L 478.5 Trolley Motor Power 0.2
L1 115 kw
L2 383 Trolley Mo_tor RPM 1400
<12m 540 r/min
H
<28m 690 Trolley Speed
WD 62 m/min 5-20
W 27 .
Protection Class IP54
D 34
C 490 500
NCH1051 02508M/E insulation Class i
Applicable Model NCH1051
for Overall NCH1051 03208M/E O500EME Total Weight/kg
Dimensions NCH1051 02516 M/E 56+(Hol-3)*0.55

NCH2 Monorail/ Crane Type Electric
Chain Hoist (M/E type) -1 Fall

295 ™w 88 30

Product Dimensions and Parameters

L] o
T | |
| = —
8 ﬂ% i " | HI~ || |
__J_%lﬁ - _C =
e @oop
| I o 4
w
L1@Go j

. Rated Load Capacity
size (mm) Relevant Parameter
1000kg
B 3815 Liﬂing Motor Power 19/045
B1 184 kw
T™™W 50-230 rimin
L 526 Trolley Motor Power 0.2
L1 118.5 kw ’
H  |Hol <8m 560 r/imin
Hol < 16m 710 Trolley Speed 520
WD 62 m/min
w
32 ProtectionClass |  IP54
D 40
C
540 Insulation Class F
Appllcable Model | NCH2071 05008M/E NCH2071 05016 M/E Total Weightikg
for Overall NCH2071 06308M/E NCH2071 10008 M/E
Dimensions 75+(Hol-3)*1.08
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NCHS Monorail/ Crane Type Electric
Chain Hoist (M/E type) -1 Fall

420

™ 302

g :;;@J 1 g
e =
@3[7" °7H 8
]

B2

B1

Product Dimensions and Parameters

L

Hol.

Rated Load Capacity

size Relevant Parameter
(mm) 1600kg | 2500kg
B 519 Lifting Motor Power
3.5/0.86
B1 205 kw
B2 300 o
Lifting Mc.ytor RPM 2860/740
™™ 80-300 r/min
L 549 Trolley Motor Power 0.64
L1 270 268 kw '
L2 432 Trolley Mo.tor RPM 2410
H Hol <16m 733 / r/min
Hol <12m / 733 Trolley Speed 5-20
WD 100 m/min
w 38 40 Protection Class IP54
D 48 50 Insulation Class F
C 725 728 1600kg: Total Weightkg
185+ (Hol-3)*1.77
Applicable Model NCH5091 10016M/E | NCH5111 20008 M/E ( )
I'g(_)r Overall NGH5091 16008M/E NCH5111 20006 M/E 2500kg: Total Weightkg
imensions
NCH5111 25006 M/E 189+(Hol-3)*2.81

NCH1 Monorail/ Crane Type Electric
Chain Hoist (M/E type) -2 Falls

135

B1

Hol.

Product Dimensions and Parameters

Rated Load Capaci
size (mm) pacity Relevant Parameter
1000kg
B 348.5 Lifting Motor Power
kw 0.75/0.18
B1 166.5
B2 195 Lifting Motor RPM 2860/740
™™ 50-230 rmin
L 478.5 Trolley Motor Power
kw 0.2
L1 139
L2 383 Trolley Motor RPM
r/min 1400
H Hol < 6m 540
Hol < 14m 690 Trolley Speed
WD 62 m/min 5-20
A 32 Protection Class IP54
D 40
< 562.5 Insulation Class F
Applicable Model NCH1052 06304M/E
I;‘)qr Overall N0 Total Weight/kg
Imensions 59+ (Hol-3)*1.1
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NCH2 Monorail/ Crane Type Electric
Chain Hoist (M/E type) -2 Falls

L2

Product Dimensions and Parameters

Rated Load Capacity Rel tP "
. elevant Farameter
Size (mm) Zoookg
B 381.5 Lifting Motor Power 1.9/0.45
B1 184 kw .
B2 195 Lifting Motor RPM 2860/740
™ 70-300 rimin
L 526 Trolley Motor Power 0.4
L1 152 kw
L2 413 Trolley M
y Motor RPM 1400
" Hol <4m 608 r/min
Hol =8m 758 Trolley Speed 5-20
WD 82 m/min
w 40 ;
Protection Class IP54
D 50
C 690 Insulation Class F
Applicable Model
p%or Overall NCH2072 16004M/E  NCH2072 20004M/E Total Weightkg
Dimensions 100+(Hol-3)*2.16

NCHS5 Monorail/ Crane Type Electric
Chain Hoist (M/E type) -2 Falls

420

™wW 302

130

160

B1

Product Dimensions and Parameters

ELECTRICHOIST & GEARMOTOR

S T Rated Load Capacity
3200kg 5000kg Relevant Parameter
B 519 Lifting Motor Power 3.5/0.86
B1 205 kw
B2 300 ”
Lifting Mcttor RPM 2860/740
™ 80-300 r/min
L 549
Trolley Motor Power 0.64
L1 322 311.5 kw
L2 432 Trolley Motor RPM | 5410
H Hol <8m 733 / r/min
Hol <ém / 733 Trolley Speed 5-20
WD 100 m/min
W 40 45 Protection Class IP54
D 50 56 Insulation Class F
C 800 832 3200kg: Total Weight/kg
NCH5112 32003M/E 191+(Hol-3)*3.54
Applicable Model | NCH5092 25004M/E NCH5112 40004M/E 5000kg: Total Weight/kg
l.f)?rl;ngr‘:gir g:"s NCH5092 32004M/E | NCH5112 40003M/E
*
NCH5112 50003M/E 198+(Hol-3)*5.62
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